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Abstract 
Insect-like wing structures are studied in the literature for applications as propellers for micro aerial vehicles 
(MAV) as a soft-robotic applications. These propellers could be equipped with embodied intelligence that 
generates passive motion based on active inputs. Insect wings consist for an elastic membrane with a network 
of dendritic veins whose pattern give the wind its unique structure and deformation during flapping motion. 

In this research, a simplified biomimetic insect-wing model based on elastic rod backbone behavior is 
developed assuming it to have discrete rectangular cross-sections along its length. The motion analysis of the 
joint segments was performed using robotic, kinematic, and dynamic theory based on the modified Denavit-
Hartenberg (mDH) parameters. 

The wing target shape of pure torsion under three different angles of attack AoA𝑖𝑖=5,10,15 deg is provided. The 
model also includes different twist directions are included in the model for each angle of attacks. The mass and 
material properties for each elastic rod link causes bending deformation of the elastic rod under its own weight, 
resulting in a shape error with the defined target shape. 

An optimization approach was developed and implemented in MATLAB, to minimize the error between the 
target and actual wing shapes by identifying the width and thickness of each link/joint segment. Then, the 
optimized no-load wing, was subjected to a uniform wind velocity in the z-direction to induce torsional 
deformation in the wing. The aerodynamic analysis assumed inviscid flow conditions. Subsequently, the cross-
sectional shape optimization was performed again to minimize the errors in the twist angle, while satisfying the 
target shape optimization results. The optimization results for all the cases analyzed showed a tendency to 
maximize stiffness at the wing base and minimize it near the center of the wingspan. The optimized wing 
structures were prototyped using photopolymerization based additive manufacturing. Wind tunnel testing was 
performed to assess the validity of the proposed modeling approach and models. The deformation of the wing 
under aerodynamic loads was evaluated using digital image correlation theory. 
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